
Bring us all closer 
again, safely.

SANITISATION CABIN

http://www.wmem.it/besafe


Respect the new Safety Protocols

BeSafe
BeSafe is a security entrance which, in addition to detecting body temperature and mask’s presence, 
remove the bacterial and viral presence on all surfaces of the person that come into contact with the 

sanitising fog (skin, hear, clothes, bags, glasses, shoes, etc.) allowing people to attend work and public places 
with greater safety, giving entrepreneurs an extra tool to protect their company from possible epidemics.

Bergamo, our city, was hit hard by the Cronavirus in the most violent months of
pandemic. With the aim of defend our city and better protect our loved ones and ours
activities, during the difficult period, we created this important project, Be Safe.

Social distancing, facemasks and hand sanitisation have, until now, formed the bedrock of 
mandatory prevention measures imposed by national governments, but have not been enough 
to stop the advance of the pandemic by themselves. Now, BE SAFE offers a significant 
new weapon in the battle against the pandemic and its effects, by allowing much safer access 
to all venues at which human beings need to gather. Owners and operators of all these venues can 
significantly accelerate the normalisation of their activities by not only creating much safer 
environments for their staff, attendees and customers, but also by being seen to do so.

The confidence that comes from a feeling of safety will be a critical factor as people and businesses seek 
to emerge from the pandemic. BE SAFE offers a significant addition to the strategy of any organisation now 
on this path by bringing us together again – safely.

Our sanitation booth are already installed at the San Pio Hospital in Benevento, at Atalanta’s Headquarter 
football club, at Carisma Foundation in Bergamo, at the Arab American University in Palestine, two cabins will 
ensure the safety of the World Ski Championship in Cortina Italy and many others will be delivered to new 
customers soon.



BeSafe

BE SAFE
100% Made in Italy
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Functionality

Hand
Disinfection

Mask
Control

Temperature 
Control

Personal
Sanitation

BeSafe has been designed for universal use, both indoors and outdoors.>

The dimensions of the cabin make it particularly adaptable even to small entrances, 4 meters length, 1.30 meters width and 2.5 
meters height. 

>

A ramp for the disabled ensures easy access for every person.>

Hand disinfection system with optical sensor to avoid any contact with surfaces.>

Automatic height adjustment of the thermoscanner with No Touch up and down photocell to make use accessible to 
all users without the need to touch any surface.

>

Sanitisation system through atomization that creates microparticles of sanitising solution between 0.5 and 2 PM10 
thus avoiding any possibility of moistening the person and the surfaces.

>

No electrical cables and sockets in sight, no masonry work for the positioning of the cabin designed to guarantee an operating 
autonomy of 6 or 10 hours depending on the battery pack required.

>

Complete customisation of the exterior of the cabin according to the customer’s requests.>



Details

Signal lights
> GREEN light: the cabin is ready to be used

> RED light: turns on when the measured user temperature is higher than 37.5 ° C
> GREEN / YELLOW light: intermittent: signals that the sanitizing liquid in the tank is 

approaching (30%)

Detection sensors
> Initial presence sensor: detects the presence of a user and automatically triggers the process
> Sensor in the sanitisation area: guarantees the minimum time of presence in the sanitisation area

Acoustic signal

Full body Sanitisation

> In addition to the light signals, a voice guides the user in using the thermoscanner, while an 
acoustic warning signals the end of the cycle

> For optimal distribution of the sanitising solution, 5 dispensing outlets are installed in the sanitisation 
area, one of which is exclusively dedicated to shoes

> YELLOW light: remains on during the sanitizing cycle to provide the user with a visual 
indication of the duration



Upgrade for
Operation 

Autonomy of
6/10 hours

Person sanitisation
Time 10 sec.

Tank capacity
Sanitation

7,500 people

BeSafe.
Strengths

Free
positioning

1st Installation
<1 hour

External
Graphically

Customisable

Cost of sanitation
<3 cent / person

Compleat Removal
of virus & bacteria



BE SAFE
Step of Use

Step 1

Hand Disinfection

Step 2
Mask and Temperature

Detection

Step 3 

Person Sanitis
atio

n

      After switching on the machine
wait 3 minutes before use.

1. Enter the cabin and sanitize your hands with the special 
gel dispensed by the optical sensor dispenser.

2. Stand in front of the thermoscanner wearing the mask.
If necessary, adjust the height with the special No touch device.

The system provides a sound message if the user is not wearing the
mask. Wait for the temperature to be detected e

follow the instructions.

3. Proceed to the sanitisation area wearing
the protective mask and wait for the time indicated 

until visual and acoustic signaling
end of cycle.

 
Go out and continue your business

following the rules of conduct indicated
by the National Health Service.
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Construction material: Inox AISI 304L - anticorrosion
Power supply: 230 V – 50 Hz, other voltages on request
Consumption: 30 W in stand by, 350 W on
Operating temperature: From 0 to 50°C 
Cold Fog Production: Atomization(from 0,5 to 2 PM10)
Nebulizers: Ultrasound
Noise: < 60 dB
Temperature detection: Optical (range 30° – 45°C ±0,1°C) 
Temperature Detection Distance: 30 - 100 cm
Over Temperature Alarm: Bright, Sound
Tank capacity: 50 Lt
Hand sanitizing liquid: Disinfectant gel with different fluidity
Liquid Atomization (*) Compatible with: Sanitiser, Disinfectant
Overall dimensions (customizable dimensions): 2.000 x 1.300 x 2.300 mm
Access platforms length (customizable dimensions): 1.000 mm + 1.000 mm
Weight:440 kg

(*) Among the liquids suitable for bactericidal / fungicidal / virucidal / sporicidal action we suggest hypochlorous acid and / or sodium hypochlorite. The use of 
alcohol-based products is not recommended.
The choice of the active ingredient and its concentration is left to the customer according to the health and hygiene regulations in force in the country of use. 
WMEM assumes no responsibility for the use by the user of sanitizing liquids that are harmful or harmful to people’s health or to the integrity of objects or things.

Sanitisation Cabin &
Temperature control

Be Safe
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Sanitisation
Cabin
Be Safe

Layout & Specifications
Construction material: Inox AISI 304L - anticorrosion
Power supply: 230 V – 50 Hz, other voltages on request

Consumption: 30 W in stand by, 350 W on
Operating temperature: From 0 to 50°C 

Cold Fog Production: Atomization(from 0,5 to 2 PM10)
Nebulizers: Ultrasound

Noise: < 60 dB
Tank capacity: 50 Lt

Hand sanitizing liquid: Disinfectant gel with different fluidity
Liquid Atomization (*) Compatible with: Sanitiser, Disinfectant

Overall dimensions (customizable dimensions): 1.000 x 1.300 x 2.300 mm
Access platforms length (customizable dimensions): 1.000 mm + 1.000 mm

Weight:220 kg

(*) Among the liquids suitable for bactericidal / fungicidal / virucidal / sporicidal action we suggest hypochlorous acid and / or sodium hypochlorite. The use of 
alcohol-based products is not recommended.
The choice of the active ingredient and its concentration is left to the customer according to the health and hygiene regulations in force in the country of use. 
WMEM assumes no responsibility for the use by the user of sanitizing liquids that are harmful or harmful to people’s health or to the integrity of objects or things.



Sanitisation process
by Atomizatio
The killing of bacteria / viruses is performed by atomising in cold fog a 
sanitising solution that moistens clothes and objects thanks to the use of
ultrasonic nebulizers.

Ultrasonic nebulisers employ a piezoelectric vibrator that generates high 
frequency vibrations (typically 20 KHz to 1 MHz).

The intense vibrations generate a column of microparticles of dimensions between
0.5 and 2 PM10 which are conveyed to the point of use by a forced ventilation duct.

Compared to other systems, noises due to high pressure pumps /compressors or moving 
parts are non  audible.

Atomised particle size
Working noise
Tank capacity

from 0,5 to 2 PM10
<60 dB
50 lt

0,5 PM10

S2Life Sanapur Foggy
Disinfectant Solution, non-toxic and 
completely biodegradable based on active 
chlorine generated by hypochlorous acid. 
Safe and effective to be used in systems for 
sanitising people and objects. Tested on the 
following enveloped viruses: herpes virus 
type 1 (HSV-1), HIV, flue A and flue B. Sanapur 
is effective against enveloped viruses 
(Coronavirus).

Sanitizing product 
Producer
Composition

Rel. density

SANAPUR  FOGGY
S2LIFE
H2O, Sodium chloride
 Hypochlorous Acid
Hypochlorite ion          
1.000 g / cm3 a 25°C

Sanitising product recommended



Display: 7” resolution 1024*600 
Camera: RGB&AI Dual WDR, Micron sensor AR0230

Languages: arab, french, english, italian, portughese, russian, spanich, german & more
Environment operating temperature: -10 ~ 50 °C

Mask Detection: allows you to authenticate or prevent the entry of a person who
 is not wearing a protective mask

Duration of facial recognition: <0.2 s per person
Maximum temperature alarm threshold: set to 37.5°C

Voice commands: the thermoscanner directs the user through vocal and visual indications
Certificates: CE, FCC, RoHS

Thermometry
Terminal

Body temperature is detected by a thermographic terminal with
integrated facial recognition. The terminal detects extremely accurately, the

potential skin temperature and the presence of a subject’s mask.
The A.I. and the thermographic technology allow the correct detection of the target 
from any angle, up to 1.8 meters away and along the entire surface of the display, 

discriminating any external sources. Consistent with the access policy, it can
send the abnormal data to a control center or authorize access independently.

The cabin has been designed to accommodate wheelchair users and children thanks 
to a latch system with photocell that allows the automatic positioning of the 

temperature/mask detection device without touching any surface.

Hand sanitization takes place via an automatic dispenser with an optical sensor positioned at  the entrance to the booth. 
The dispenser tank can be refilled with the sanitizing product that the customer deems most appropriate to use. Dispenser capacity, 

Hand sanitiser dispenser



Autonomy Package
BeSafe has been designed to adapt to all environments in
full autonomy.

If an electrical outlet is not available, with the Autonomy Pack,
you can have the cabin in continuous operation up to a maximum of 10 hours.

BeSafe can in fact be equipped with a battery pack that guarantees full autonomy 
of the booth for continuous operation of 6 hours and a package for continuous 
operation of 10 hours.
By purchasing multiple battery packs, it is possible to have an operating autonomy 
of 24 hours without the need to connect the cabin directly to an electrical outlet.

BeSafe doesn’t require any particular maintenance except regular cleaning for sanitisation tank,
surfaces and the restoration of sanitising liquids.

Be Safe Maintenance

Basic Battery Pack                Max autonomy 6 hours                                   Charging time 5 hours
                                  

Ultra Battery Pack                Max autonomy 10 hours                                Charging time 7 hours
                                 

The product has a legal guarantee of 24 months (articles 128 to 134 of the “Consumer Code”, Legislative Decree 
206/2005). The Legal Guarantee has a duration of 24 months starting from the delivery of the goods, any defects 
and malfunctions must be reported to WMEMwithin two months of its discovery. WMEM assessed the issues, will provide 
through its partner Elettronica Veneta the necessary assistance to resolve the defect.

Product Warranty



Large Users’ 
Special Tunnel

Be Safe SANITISATION TUNNEL

http://www.wmem.it/besafe


Special project for large users
Sanitisation Tunnel
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Designed to meet the needs of large events 
from airports, to stadiums or exhibition sites.

The path consists of a high-precision thermal 
imaging camera that captures up to 30 people 
at the same time, two or more hand sanitizing 
devices and a 6 m long sanitizing tunnel that 
allows the continuous flow of people entering 
during sanitisation.

An operator will be required for remote control 
of the thermal imaging camera data. 
The operator can control up to 4 thermal cameras 
at the same time and will only intervene in cases 
where the thermal imaging camera detects a 
temperature above the norm. The device will 
notify the operator of the face of the person to 
whom he must block access.

1.800 Sanitised people per hour>
Remote control thermal imaging camera>
1 operator / control of up to 4 cameras>

indicative measurements in mm

1. BODY 
TEMPERATURE 
MEASUREMENT

2. HAND 
DISINFECTION

3. SANITATION TUNNEL



WMEM S.r.l.s.

Via Annunciata 22
24030 Palazzago (BG)
ITALY
ph + 39 3371104806
mail management@wmem.it

info@wmem.it
www.wmem.it
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